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CONSTRUCTION DETAILS

A. Contractor shall remove existing signal heads and instal
existing maest arm as shown.

B. Remove existing traffic signal head and pedestrian signa
head and proposed signal head on existing sighal pole as
{scheduls 80) bend.)

C. Install 10’ pedestal pole with pedestrian signal head as
{Schedule 80) bend.)

D. Install 3” polyvinyl chloride electrical conduit (Schedu
£. Install 4” polyvinyl chioride electrical conduit (Schedu
F. Install handholes.

CONCRETE
PAD

| proposed signai heads and video camerds on

| head and install proposed pedestrian signal
shown. Note: 1-3” 90° polyviny!l chloride

shown. (Note: 1-3", 90°polyvinyl chloride

le 80) (trenched).
ie 80) (bored).

G. Install 12“ white heat applied preformed theromplastic plavement marking. (Crosswaik)

H. Instail 24" white heat appllied preformed theromplastic p
J. Instail detectable warning surfaces in existing ramp as

K. Use existing handhoie and/or conduit as shown.

L. Use existing cabinet and signal pole as shown.

M. Remove existing handhole. cap and abandond all existing

N. Proposed Interconnect see interconnect pians for more de
0. The contractor shall install 3” galvanized riser on exis

P.Magintain existing underground interconnect.

GEOMETRIC LEGEND:

avement marking. (Stopliine)

shown.

conduit runs associated with this handhole.
tails. '

ting wood pole.
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BPHASING NOTES:
1.) PHASES ASSGCIATED BY A DASHED LINE WILlL OPERATE CONCURRENTLY
2.} PHASES ASSOCIATED BY A-SOLID LINE WILL NOT OPERATE CONCURRENTLY
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CROSSWALK DIMENSION TYPICAL 1. All underground utilities shown on these plans are schematic only and
may not be complete. The contractor shall be responsible for notifying
“MISS UTILITY” prior to construction so that all utilities may be located
,/—-12” WHITE in the field. If the contractor perceives that a conflict between the
utilities and the traffic signal will occur. the contractor shall notify
the project engineer immediately so that the conflict may be resolved.
4 [+ I '
> 4 6 2. All pavement markings detagiled are proposed and are 1o be installed in
accordance with SHA standards.
N,
: ‘Q\_ u 3. The contractor shall remove all unused wiring.
N 12" WHITE : .
4. All stoplines shall be removed by the contractor and are to be replaced
ags detailed in accordance to SHA details.
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